Artemide

PRODUCT DATA SHEET

Focal Track - HIT-CE 150W 2x4°

DESIGN BY :
S./R. Cornelissen

MATERIALS :
Die-cast Aluminium

DESCRIPTION :

Arange of adjustable spotlights using 12V halogen and metal-halide lamps. 4 options available: with three-phase track
adapter, with base plate, wall mounting or pendant. Die-cast aluminium body with a white paint finish. Aluminum optics
for HIT versions, with choice of three beam spreads: spot, medium and flood. Tilt angle of up to 90°, rotation of up to

355°. Lamps can be maintained without the need for tools by a simple quarter turn rotation of the lamp-holding ring. HIT
version includes protective glass. Electronic control gear. Wide range of accessories. Directional handle as an optional

extra. Complies with standard EN60598-1 and other  specific standards.

Light emission

Accent Lighting
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Features Dimensions
Product name: Focal Track - HIT-CE 150W 2x4°
Article Code: M028003
Colour: White
Material: Die-cast Aluminium %I
Series: Architectural
Environment: Indoor © | m

o O
Area contract: N

283 16/86 40 15
OPTICS
Emission: Accent Lighting
DIMENSIONS
Length: (cm) 28.3 LAMP
Width: (cm) 4
Height: (cm) 16.3 ip20 O @ Y
Inclination: 90
Rotation: 355
Cutout shape:
Weight: 25
Glow Wire Test: 850 ° ELECTRICAL
Starter: Electronic Integrated

LAMPS NOT INCLUDED Voltage: 220V-240V
Category: HQI
Number: 1
Lbs: HIT-CE
Watt: 150
Socket: G12
Type: MT/UB-150
Luminous Flux (Im): 14000
Colour Rendering: 80-85

Colour temperature (K): 3000
Duration (h): 10000
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ACCESSORIES

S B

FOCAL - Directional

handle. Grey M082007 FOCAL - Accessory-holder FOCAL - Accessory-holder FOCAL - Accessory-holder FOCAL - Accessory-holder

+ UV filter. GreyM082207 + infrared filter. Grey + lens for elliptical ligh + louvre. GreyM081907
M082107 ribution. GreyM082407

FOCAL - Wall washer
screen (black). M082507



