
Mini Flap Spot Track - HIPAR 35W 70mm - Black

DESIGN BY :

Bruno Houssin + Alain Girot

MATERIALS :

Die-cast Aluminium

DESCRIPTION :
A range of directional spotlights using 12V dichroic halogen, HIPAR51 metal halide and 230-240V LED lamps. 3 options
available: with 3-phase track adapter, with base plate or with recessed plate. Aluminium body. Metal grey or black paint
finish. Complies with standard EN60598-1 and other specific standards.

Rod height: 70mm

Light emission 

  Accent Lighting

IP20

TECHNICAL DATA SHEET

Features

Product name: Mini Flap Spot Track - HIPAR 35W
70mm - Black

Article Code: M012213
Colour: Black
Material: Die-cast Aluminium
Series: Architectural
Environment: Indoor
Area contract:

OPTICS

Emission: Accent Lighting

DIMENSIONS

Length: (cm) 11.1
Cutout width: (cm) 7
Inclination: -90+90
Rotation: 355
Cutout shape:
Weight: 0.9

LAMPS NOT INCLUDED

Category: HQI
Number: 1
Lbs: HIPAR51
Watt: 35
Socket: GX10
Type: MRS/UB-35
Colour Rendering: 80-85
Colour temperature (K): 3000
 

Dimensions

LAMP

IP20

ELECTRICAL

Starter: Electronic Integrated
Trasformer availability: Integrated
Transformer voltage: 35W
Voltage: 220V-240V
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