FLOS

Technical Specifications

Aim

by Ronan & Erwan Bouroullec, 2013

Suspended light fitting. Body in varnished aluminium sheet,

shade in photo-etched optical polycarbonate. Internal reflector in
photo-etched ABS. Orientable body. Powered directly from
mains. The LED can be dimmed with a «Triac for Led» dimmer

approved by Flos.Flos does not respond in case of wrong

electrical connection system installations. The cable has a useful

length of 9 meters and thus the lamp can be suspended 3 meters

from the ceiling. Multiple rose with capacity to connect up to 5

Aims also available.
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Mounting
Environment
Finish
Weight

Light sources
available

Emergency
Voltage
Power

Battery
Supply included

Cord Length

Materials

Colors

Pendant

Indoor

Anodized brown, White, Black

3,2 (x1 AIM) Kg

1 x MULTICHIP LED 16W 2700K CRI90 895Im

Without
220-240V
16W

No

Yes

9000/3000 mm

ABS, Aluminum, Polycarbonate

FO090009 - White
@ 0090030 - Black
@ 0090026 - Anodized brown
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F0093009 F0093030 F0093026
Multiple rose - White Multiple rose - Black Multiple Rose - Anodized Brown

RF22227
Wall Dimmer
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