
CL II             IP65

 MINISLOT DISK LED COB 220-240V
HIT-CRI 70W G12 230V
HIT-CRI 150W G12 230V

N.B. : UTILIZZARE SOLO LAMPADE UV STOP
 ISTRUZIONI PER L'INSTALLAZIONE:

 Non superare la potenza indicata nei dati di targa
 Togliere tensione prima di effettuare manutenzioni
 Usare cavi di alimentazione di tipo  <HAR>
 In caso di rottura sostituire il diffusore prima di riutilizzare l'apparecchio
 Il prodotto e' idoneo per installazione su pali con diametro testa 120mm o su palo Art.S.2826

 NOTE:
 MINISLOT DISK è un apparecchio sofisticato 
 e deve essere installato da un elettricista qualificato.
 Il rispetto di queste norme è molto importante per l'efficienza dell'apparecchio 
 e per la sicurezza delle persone, pertanto esse vanno conservate.

MINISLOT DISK
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CL II             IP65

 MINISLOT DISK LED COB 220-240V
HIT-CRI 70W G12 230V

HIT-CRI 150W G12 230V

N.B. : USE ONLY UV-STOP LAMP
 INSTALLATION INSTRUCTION:

 RECOMMENDATIONS:
 Do not exceed the maximum wattage-see internal label
 Disconnect the power before maintenance
 Use  <HAR>  cable
 In case of glass damage , replace it before using the fitting 
 MINISLOT DISK is suitable for installation on pole S.2826 or poles diameter 120 mm 

 NOTE: 
 Installation should be carried out by a suitably qualified person in accordance
 with good electrical practice and the appropriate national wiring regulations.
 Is very important to follow these istructions to, enable the fitting to be installed
 correctly.Please retain for information.
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