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 CARATTERISTICHE TECNICHE
 CLASSE   I 
 IP 65

 ISTRUZIONI DI MONTAGGIO
 Rimuovere la base dall'apparecchio .
 Inserire il cavo nel pressacavo, fissare la base alla superficie di montaggio ed eseguire
 il cablaggio nel morsetto della base  (FIG. A).
 Fissare  l'apparecchio alla base. 
 Aprire il vano lampada, introdurre la lampadina e richiudere.

 NOTE
 Non oltrepassare il limite di potenza indicata per le lampadine.
 Togliere tensione  prima di eseguire le operazioni di manutenzione.
 L' apparecchio DEVE essere collegato al circuito di terra dell' impianto elettrico.
 Usare  cavi di alimentazione <HAR> D. min. 6 mm  D. max 12 mm - 3 x max 2,5 mm2 

 In caso di rottura del diffusore sostituirlo prima di riutilizzare l' apparecchio.
 I filtri non possono essere usati nelle versioni alogene 250W

Mantenere almeno 0,3 m di distanza tra l'apparecchio e la superficie illuminata.

 L' articolo TECHNO è un apparecchio sofisticato pertanto l' installazione deve essere
 eseguita da un installatore qualificato , rispettando le normative nazionali di settore.

 Il rispetto di queste istruzioni è fondamentale per il buon funzionamento dell' apparecchio 
 e la sicurezza delle persone pertanto esse vanno conservate.
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 TECHNICAL CHARACTERISTICS:
 CLASS  I
 PROTECTION LEVEL :  IP 65

 INSTALLATION INSTRUCTIONS:
 Remove the base from the fitting
 Insert the supply cable trought the cable gland, fix the base to the mounting surface
 and connect the single wires to terminal block. (FIG. A) 
 Fix the cable gland in order to make a perfect protection on wires.
 Fix the base. 
 Install the fitting on the base.
 Open the fitting, then fix the lamp and close the fitting.

 REMARKS:
 Do not exceed the maximum allowed wattage.
 Disconnect the supply  before  effecting the maintenance.
 The fitting must be earthed.
 Use <HAR> type feed cables  D. min. 6 mm  D. max 12 mm - 3 x max 2,5 mm2

 In case of damage of glass, replace it before using the fitting.
 The filters are not usable for halogen 250W versions.

Minimum distance between fitting and lighted surface = 0,3m

 Installation should be carried out by a suitably qualified person in accordance with 
 good electrical practice and the appropiate national wiring regulations.

 The respect of these instruction is very important for the fitting life and for the people safety. 
 Therefor they must be retained.
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