
WORKLIGHT DALI SENSOR
pendant, LED, 3000K, anthracite

Article number 1000453

Feed-in capability No

Lamp included No

Length 120 cm

Width 14 cm

Height 5.5 cm

Pendant length 180 cm

Net weight 6.019 kg

Gross weight 7.254 kg

Voltage 220-240V ~50/60Hz sec. 226mA

Protection class I

Beam angle 110 Degree

Average lifespan 50000 Hours

Colour temperature 3000 Kelvin

Colour rendering index 80

Luminous flux 5400 lm

Energy efficiency class A++

Way of mounting Surface mounted / Ceiling mounted

Colour anthracite

Form square

Light distribution type 1 direct - indirect

Light distribution type 2 symmetric

Material Aluminium/acrylic glass
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Our WORKLIGHT LED SENSOR pendant impresses with its clear
shapes, and is equipped with the most modern technology and highly-
efficient, powerful LEDs made by Philips. The luminaire also has a
presence detector, daylight control and a wireless Dali dimmer. Grouping
of luminaires and individual adjustment for open plan offices is also
possible. This means that this luminaire gives you the optimum
conditions for functional light while still remaining stylish. The pendant is
already fitted with pendant suspensions and ceiling plate and is therefore
ready for immediate connection to the 230V mains supply.
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