
MINI FRAME LED recessed luminaire
square, silvergrey, 0,3W, 4 LED, warmwhite

Article number 112712
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Type of lamp LED lamp

Lamp LED

Number of light
sources

4

Lamp included Yes

Installation
diameter

3.5 cm

Installation depth 6.5 cm

Length 4 cm

Width 4 cm

Height 5 cm

Net weight 0.048 kg

Gross weight 0.364 kg

Voltage 12 Volt

Max. wattage 0.3 Watt

Protection class III

Material plastic / glass

Colour silvergrey

Way of mounting
recessed ceiling mounting / recessed wall
mounting

Remark 1
Operate only with suitable conventional
transformer e.g. article 451010

Remark 2
Energy labels in your language are available in the
Service Area sub point Download

Average lifespan 10000 Hours

Colour
temperature

3000 Kelvin

Colour rendering
index

>65

Luminous flux 20 lm

Suitable for
lamps from EEC

A

Suitable for
lamps up to EEC

A++
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Light distribution
type 1

direct

The rigid LED spotlight MINI FRAME LED is made from a symbiosis of
plastic and glass and is the LED lighting solution for applications where
accent lighting and low installation depths are required. The 1W Power
LED, available in either blue, pure or warmwhite light colour, provides
the necessary illumination intensity. For operation a suitable, toroidal
transformer providing 12V alternating current is required. This
luminaire contains built-in LED lamps. EEK: A - A++. The lamps cannot
be changed in the luminaire.
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