NEW TRIA LED DL ROUND Set
Downlight, matt white, 6W, 38°, 2700K, incl.driver, retaining springs

Article number 113871
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Type of lamp LED lamp

— Lamp COB LED 6,2W

Number of light
sources

1

Lamp included  Yes

51V Elektrantk GmbH Installation 77 em
il diameter '
This luminzire Installation depth 6.5 cm
contains builtin
LEE s Tilt range 30 Degree
L Height 6.5 cm
E Diameter 9.3cm
Net weight 0.302 kg

Gross weight 0.51 kg
Voltage 230 Volt

Max. wattage 9.1 Watt
The lamps cannot be

changed in the luminaine,

| Protection class I

874 / 2012 E Beam angle 38 Degree
Material aluminium
f‘g 8 Colour white
i — F Way of mounting recessed ceiling mounting
: Remark 1 LED driver included

5,2 BT Only suitable for ceilings with a maximum thickness

_ || ._ _ of 20 mm
| | Energy labels in your language are available in the
R . J
' — 0,3 Remark 3 Service Area sub point Download
) @9 ; Average lifespan 40000 Hours
Colour 2700 Kelvin
temperature

Colour rendering

index =l

Luminous flux 600 Im

Suitable for
lamps from EEC

Suitable for Ars
lamps up to EEC
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Light distribution
type 1

Light distribution
type 3

direct

axisymmetric

The innovative NEW TRIA LED downlight set appears elegant in its
simplicity and effectiveness. Available in white or brushed aluminum,
you can choose between a round or square shape. Equipped with a
powerful, warm white COB LED with incorporated LED driver, this set
meets the requirements of general lighting needs. Furthermore, it is
adjustable by 30°. The electrical connection is made directly to 230V
mains supply. This luminaire contains built-in LED lamps. EEK: A - A++.
The lamps cannot be changed in the luminaire.
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