BIMA display luminaire
chrome , GU10, max. 50W

Article number 146492

This luminaire is
compatible with bulbs
of the enegy classes:

874 f 2012 m
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Protection class
Material

Colour

Way of mounting

Remark 1
Remark 2
Remark 3
Remark 4
Suitable for

lamps from EEC

Suitable for
lamps up to EEC
Type of plug
Light distribution
type 1

Light distribution
type 3

Catalogue BIG WHITE 2015, Page 155
Type of lamp Conventional lamp
Lamp GU10 230V max. 50W
ST
Number of light 1
sources
Lamp included  No
Tilt range 180 Degree
Rotation range 360 Degree
Length 53 cm
Width 7.5¢cm
Height 12 cm
Net weight 0.61 kg
Gross weight 0.049 kg
Voltage 230 Volt
ii“ﬁ.f‘ﬂ”&é?”“ Max. wattage 50 Watt

1
aluminium / steel
chrome

display mounting

Rod length 44 cm. Clamp inclusive

Clamp range tube: 2 - 4,5 cm, clamp range wall: 1

-4 cm

150 cm connection lead with plug included

Energy labels in your language are available in the

Service Area sub point Download

E

A++

2 pin flat euro plug

direct

rotationally symmetric
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Adjustable high-voltage display luminaire BIMA where clamp and lamp
head are connected via a rigid and straight arm. By means of the
incorporated GU10 lampholder it can individually be fitted with LED or
halogen lamps making BIMA suitable for many different applications.
The electrical connection of the luminaire is made directly to 230V
mains supply via cable with mains plug. This luminaire is compatible
with bulbs of the energy classes: E - A++
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