SDL 70 spot
silvergrey, Rx7s, 70W, incl. 3-circuit adaptor

Article number 150552

Catalogue BIG WHITE 2015, Page 329
Type of lamp Conventional lamp

Lamp HQI-TS / CDM-TD 70W
Lampholder /

Socket Rx7s

Number of light
sources

1

Lamp included  No

Tilt range 120 Degree
Rotation range 350 Degree
Length 39 cm
Width 25cm
Height 10 cm
Net weight 3.917 kg
Gross weight 1.887 kg
Voltage 230 Volt
5LV Elektronik GmbH
art-no. 150852 Max. wattage 70 Watt
This luminaire is Protection class |
cormpatible with bulbs
of the anargy classes: Material aluminium

Colour silvergrey

4

D } Way of mounting track system mounting

Remark 1 Conventional ballast incorporated

The mounted adapter is suitable for all

Akl conventional 3 circuit tracks
Remark 3 Energy labels in your language are available in the
Service Area sub point Download
Energy class
A3
B74 f 2012 H ballast
Suitable for A
lamps from EEC
Suitable for
A+
lamps up to EEC
Light distribution direct
type 1
Light distribution

type 3 axisymmetric
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Adjustable high-voltage spotlight SDL 70 with suitable adaptor for the
3-circuit high-voltage track system. To customize this professional
projector with incorporated Rx7s lampholder to any location, antiglare
flaps are available for perfect alignment. The required ballast to
operate SDL 70 is installed in the rear part of the fitting. This luminaire
is compatible with bulbs of the energy classes: A - A+

SLV GmbH - Daimlerstr. 21-23 - D-52531 Ubach-Palenberg - Tel. +49(0)2451/4833-0 - Fax: +49(0)2451/4188-0/-8 - Email: info@slv.de www.slv.de
Techn. Anderungen vorbehalten. Technical Details are subject to change. Les détails techniques sont sujet & des changements. ) )


http://www.slv.de

	SDL 70 spot

