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1.0 LED111 DIMENSIONS
13W | 220-240V | 50-60Hz | AC-COB 3-step | phase-cut dim
- w0 g
ce [@ P20 Qoam TE 2 ) 35/35° O, 355° S ‘w @ 1aix145 \‘ 218 ﬁ 9%
white texture 118368W_
silver / grey 118368W_
LIGHT COLOUR q
2700K | >80CRI | 640lm 2 1.0 ES @ 141x145 2-18 ﬁ 145
3000K | >80CRI | 680Im 4 K
OPTIONAL
plaster kit 90017106
1.0 QR @mxms E; 2-18 F 90
1.0 ES1M

| ES111max. 75W | GU10 | 220-240V | VAC | 50-60Hz
ce [T P20 (QoomE = "j 35/350 ., 355° W DONOT COVER

MOUNTING INSTRUCTION

White textture 118350W0 (‘D Make a hole in the ceiling according to the prescribed
silver / grey 11832050 dimensions.
OPTIONAL e POWER CONNECTION
for ES111 lamps see our catalogue ) y}«"”“i’:"”"f@u ) .
plaster kit 90017106 @ . @ PARALLEL CONNECTION - for LEDTI | ESTN
[ ( 220-240V
. fixture O1 fixture 02 fixture .
1.0 QRIMN

141 QRI111 max. 75W | G53 | 12V | excl. transformer
e P20 QoomE TE ® O 359/35° ., 355° W DONOTCOVER

white texture 118330W0 PARALLEL CONNECTION - for QR
silver / grey 118330S0 Always use 12V TRANSFORMER
OPTIONAL 220-240V
for transformers see our catalogue fixture O1 fixture 02 fixture .
plaster kit 90017106
Le
No 2V [ [
bottom view side view
e B ——— @ Insert the fixture in the hole
I | . "
i < | | 137 | @ Place the LED engine, EST111 or QRI111 lamps and fix
i . .
] | with spring
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