ROCK LIGHT COLLECTION

CEILING 1.0 | 2.0

24-May-2017

1.0 CEILING SURFACE DIMENSIONS

@) E26-E27 | max. 100W | 110-220VAC | 50-60Hz | stone veneer | MDF lacquered

e @ P20 QoomE 3-5kg ® 0100

370 mm

i Autumn white 2211E8WO0

B Silver shine 2211E8S0 In order to protect the wooden

I Multicolour 2211E8DO

frame, please use the manual 300

560 mm screwdriver to tighten the screws.

TF Autumn white 2213ESW0 Don’t use an electric screwdriver.

07 silver shine 2213E8S0

I Multicolour 2213E8DO

740 mm

== Autumn white 2215ESW0 0360/0560/0740 ©360/0560/0740
B0 silver shine 2215E8S0

I Multicolour 2215E8D0

MOUNTING SITUATION
(@ Reunite the two wooden parts

2.0 CEILING SURFACE
w6) E26-E27 | max. 100W | 110-220VAC | 50-60Hz | stone veneer | MDF lacquered
€ @ P20 QosmE 35-55kg ™

@Screw down the Lamp holder

370 mm
Gt Autumn white 2212E8W0
T Silver shine 2212E850 @ Screw down the baldachin
I Multicolour 2212E8D0
560 mm : H
e A b white 2914ESWO @ Screw down stone veneers in the right order
0 silver shine 2214E8S0
I Multicolour 2214E8DO
@ Mount the base plate
740 mm
i Autumn white 2216ES8WO0O
B Silver shine 2216E850 @Connect the grounding cable and the electric terminal
I Multicolour 2216E8DO
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@Close the baldachin with the bayonet

Bi Fix the baldachin with the threaded pin

www.weverducre.com

Q INSTALLATION
WEVER & DUCRE INSTRUCTIONS
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