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DIMENSIONS

MOUNTING INSTRUCTION
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POWER CONNECTION

Make a hole in the ceiling according to the prescribed
dimensions.

Insert the lamp into the inner part of the RON and 
fix with spring
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3.0 LED 4-40 90102x320
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3.0 PAR16 4-40 100102x320

Click the inner part of the RON into the outer part

- Press the springs of the middle fixture together and 
   bind them with the delivered strap.
- Move the fixture partly into the ceiling and cut the strap
- Guide the device in place perfectly
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RON 3.0 LED

RON 3.0 PAR16

3.0 LED

3.0 PAR16

                  white texture 111361W_
                  black texture  111361B_
..................................................................................................................................................................
LIGHT COLOUR 
2700K |  3x420-590lm | >90CRI  3
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ALWAYS USE
for power supplies see our catalogue 

                  white texture 111320W0
                  black texture  111320B0
..................................................................................................................................................................
ALWAYS USE
for PAR16 lamps see our catalogue 
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PARALLEL CONNECTION - for PAR16

SERIAL CONNECTION - for LED

Always use POWER SUPPLY 
according to the specifications of the LED-module
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SAFETY DISTANCE FOR HALOGEN LAMPS

50mm

50mm 50mm

ADVICE FOR EASY INSTALLATION
..................................................................................................................................................................

35°/35° 355° DO NOT COVER

3000K |  3x470-640lm | >90CRI
1800-2850K |  3x320-440lm | >95CRI
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