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..................................................................................................................................................................
3000K | >80CRI | 280-340lm
                  white texture 303271W4
                  silver / grey  303271S4
                  black texture + gold  303271K4
..................................................................................................................................................................
OPTIONAL 
plaster kit 90017111
recessed housing 90012032

..................................................................................................................................................................
3000K | >80CRI | 280-340lm
                  white texture 303371W4
                  silver / grey  303371S4
                  black texture + gold  303371K4
..................................................................................................................................................................
OPTIONAL 
plaster kit 90017112
recessed housing 90012033

..................................................................................................................................................................
3000K | >80CRI | 280-340lm
                  white texture 303671W4
                  silver / grey  303671S4
..................................................................................................................................................................
OPTIONAL 
plaster kit 90017115
recessed housing 90012036

DIMENSIONS

MOUNTING INSTRUCTION

1

POWER CONNECTION

Make a hole in the wall according to the prescribed 
dimensions.
Optional: Plaster kit / Recessed housing

/ recessed housing.
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SERIAL CONNECTION - for LED

Always use POWER SUPPLY 
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- LED

N

N

L

220-240V

L

+ + +- - -

27
0

27
0

37
0

83 83
150 83

37
0

57
0

180

180 180
180

180
180

150 150

57
0

THEMIS 1.7

THEMIS 1.7

THEMIS 2.7

THEMIS 2.7

THEMIS 5.0

THEMIS 5.0

plaster kit dimensions 

recessed housing dimensions - always use in combination with plaster kit 
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Wever & Ducre bvba   Kwadestraat 153 bus 2.1   8800 Roeselare 

P
B

19
-0

10
-3

8
7-

0
0


