
Bestell-Nr.technische Daten Beschreibung/Ausführung 

-
technik, schwenkbar swivel mounted

inkl. 1 × LED 22W
22W / 2117 Im
Dimmung: 1-10V
Ø 90 mm 
L 165 × H 220 mm
EEK: A+

234SP001PO

234SP001WS

-
technik, schwenkbar
Anschlussdose rund

swivel mounted 
canopy round

inkl. 1 × LED 22W
22W / 2117 Im
Dimmung: 1-10V
Ø 90 mm
D 116 × H 220 mm
EEK: A+

-
technik, schwenkbar swivel mounted 

inkl. 2 × LED 22W
44W / 4234 Im
Dimmung: 1-10V
Ø 90 mm
L 235 × H 220 mm
EEK: A+

-
technik, schwenkbar swivel mounted 

inkl. 3 × LED 22W
66W / 6351 Im
Dimmung: 1-10V
Ø 90 mm
L 500 × H 220 mm
EEK: A+

-
technik, schwenkbar swivel mounted 

inkl. 1 × LED 22W
22W / 2117 Im
Dimmung: 1-10V
Ø 90 mm
D 116 × H 220 mm
EEK: A+

swivel mounted 
inkl. 2 × LED 22W
44W / 4234 Im
Dimmung: 1-10V
Ø 90 mm
L 165 × H 220 mm
EEK: A+

234SP001TI

Professional Spot 1

Professional Spot 2

Professional Spot 1 rund

Professional Spot 3

Professional Spot 1
Halbeinbau

Professional Spot 2
Halbeinbau

matt vernickelt mat nickel

poliert polished

weiss white

234SP002PO

234SP002WS

234SP002TImatt vernickelt mat nickel

poliert polished

weiss white

234SP003PO

234SP003WS

234SP003TImatt vernickelt mat nickel

poliert polished

weiss white

234SP004PO

234SP004WS

234SP004TImatt vernickelt mat nickel

poliert polished

weiss white

234SP005PO

234SP005WS

234SP005TImatt vernickelt mat nickel

poliert polished

weiss white

234SP006PO

234SP006WS

234SP006TImatt vernickelt mat nickel

poliert polished

weiss white

Spot

Katalogseite 77

Katalogseite 79

Katalogseite 78

Flood 40°

technik, schwenkbar


