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DIN 911 2,5

Ref: 232 10 21 9XX
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CABLE ENTRY

18°

BLUE

2x 1x1x

Stofdicht    -    Beschermd tegen waterstralen

Etanche aux poussières   -   Protégé contre les jets d'eau

Staubdicht   -   Geschützt gegen Wasserstrahl 

Dust-tight   -   Protected against water jets

Hermético al polvo   -   Protegido contra chorros de agua

A tenuta di polvere   -   Protetto contro i getti d' acqua

Enkel geschikt voor toestellen op zeer lage spanning (minder dan 50 V AC)

Convient uniquement pour les produits à très basse tension (moins de 50 V AC)

Geeignet für Güter mit sehr niedriger Spannung (unter 50 V AC)

Only suited for goods at very low voltage (below 50 V AC)

Se recomieda únicamente para  aquellos productos de tensión muy baja (menos de 50 V AC)

Vale unicamente per i prodotti a tensione molto bassa (inferiore a 50 V AC)
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33,7V-DCTypical

NO SECONDARY SWITCHING

AC      DC

AC      DC

ATTENTION

OBSERVE PRECOUSIONS FOR 

HANDLING ELECTROSTATIC 

DISCHARGE SENSITIVE 

DEVICES
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CAUTION! DO NOT PERFORATE THE PROTECTIVE COATING
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CAUTION! CLEAN AT LEAST QUATERLY WITH WATER AND 

NON-ABRASIVE CLOTH


