
IP20  

Beschermd tegen vaste voorwerpen die groter zijn dan 12 mm
Protégé contre les objets solides de plus de 12 mm
Geschützt gegen Festkörper größer als 12 mm
Protected against solid objects greater than 12 mm
Protegido contra objetos sólidos superiores a 12 mm
Protetto contro oggetti solidi più grandi di 12 mm

Ø675

115

Ø975

115
115

Ø1275

Bevestiging plafond inbouw
Montage plafond encastré
Montage decke eingebaut
Fixation ceiling recessed
Montaje techo empotrado
Montaggio soffitto incasso

Installeer het armatuur enkel in ruimten waar direct contact met water onmogelijk is.
Cet êquipement doit être installé dans des pièces hors de toute projection d'eau.
Diese Leuchte darf nur in Räumen verwendet werden, in denen ein direkter kontakt mit wasser nicht möglich ist
This fitting should only be installed in rooms where direct contact with water is impossible
Este aparato solamente puede ser instalado en habitaciones donde el contacto directo con el agua sea imposible
Questo apparecchio di illuminazione deve essere installato solamente in locali in cui il contatto con l'acqua è impossibile.

Voorzien van aardingsaansluiting
Avec mise à la terre
Ausgerüs tet mit Erdungsanschluss
Provided with grounding
Con la toma de tierra
Con presa a terra

 985 x 200      max.25

SUPERNOVA TRIMLESS 95
274 89 90
INCL.PC SBL
G5 / 220-240V / 0 | 50-60Hz / 4 x 2~MULTI-EVG

 
4 x T16 14/24W

 
4 x T16 21/39W

      IP20   0,1    

 685 x 200      max.25

SUPERNOVA TRIMLESS 65
274 89 60
INCL.PC SBL
G5 / 220-240V / 0 | 50-60Hz / 1 x 3~MULTI-EVG

 
3 x T16 14/24W

2G11 / 220-240V / 50-60Hz / 1 x 2~EVG

 
2 x TC-L 24W

      IP20   0,1    

 1285 x 200      max.25

SUPERNOVA TRIMLESS 125
274 89 120
INCL.PC SBL
G5 / 220-240V / 0 | 50-60Hz / 5 x 2~MULTI-EVG

 
2 x T16 14/24W

 
4 x T16 21/39W

 
4 x T16 28/54W

      IP20   0,1    

SUPERNOVA TRIMLESS 65/95/125
SUPERNOVA TRIMLESS 65/95/125 EVG DIM 2

Supernova Trimless 65/95/125 
Supernova Trimless 65/95/125 EVG DIM 2 
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Toestel niet geschikt om te worden afgedekt met thermische isolatie.
Luminaires non appropriées pour recouvrement d'un matériau isolant thermique.
Das Gerät/Die Leuchte darf nicht abgedeckt werden mit thermischer Isolation.
Luminaire not suitable for covering with insulating material.
Luminaria no apta para cubrir con material aislante.
Apparecchio non adatto per essere coperto da materiale isolante.
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SUPERNOVA TRIMLESS 125
SUPERNOVA TRIMLESS 95
SUPERNOVA TRIMLESS 65
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 985 x 200      max.25

SUPERNOVA TRIMLESS 95 EVG DIM 2 
274 89 90 ED2
INCL.PC SBL
DIMMING BY DALI / SWITCH
G5 / 220-240V / 50-60Hz / 4 x 2~MULTI EVG DIM

 4 x T16 14/24W

 4 x T16 21/39W

      IP20   0,1    

 685 x 200      max.25

SUPERNOVA TRIMLESS 65 EVG DIM 2 
274 89 60 ED2
INCL.PC SBL
DIMMING BY DALI / SWITCH
G5 / 220-240V / 50-60Hz / 1 x 3~MULTI EVG DIM

 3 x T16 14/24W

2G11 / 220-240V / 50-60Hz / 1 x 2~EVG DIM

 2 x TC-L 24W

      IP20   0,1    

 1285 x 200      max.25

SUPERNOVA TRIMLESS 125 EVG DIM 2 
274 89 120 ED2 
INCL.PC SBL
DIMMING BY DALI / SWITCH
G5 / 220-240V / 50-60Hz / 5 x 2~MULTI EVG DIM

 4 x T16 21/39W

 4 x T16 28/54W

 2 x T16 14/24W

      IP20   0,1    
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A
B

A
B

SAVE!

B

A

SUPERNOVA TRIMLESS 65/95/125
SUPERNOVA TRIMLESS 65/95/125 EVG DIM 2

SUPERNOVA TRIMLESS 65/95/125
SUPERNOVA TRIMLESS 65/95/125 EVG DIM 2

11

SUPERNOVA TRIMLESS 125

SUPERNOVA TRIMLESS 95

SUPERNOVA TRIMLESS 65

SUPERNOVA TRIMLESS 12528 EVG DIM 1:
SUPERNOVA TRIMLESS 9528 EVG DIM 1:
SUPERNOVA TRIMLESS 6528 EVG DIM 1:

SUPERNOVA TRIMLESS 125SUPERNOVA TRIMLESS 95SUPERNOVA TRIMLESS 65
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Ø685mm
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SUPERNOVA TRIMLESS 125

SUPERNOVA TRIMLESS 65
SUPERNOVA TRIMLESS 95
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piece of ceiling

*SUPERNOVA TRIMLESS 95       4x 

*SUPERNOVA TRIMLESS 125           6x 
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Last Update 26/06/2014

Installation instruction SUPERNOVA TRIMLESS

HOW TO PLACE THE LENS IN THE SUPERNOVA TRIMLESS?

widest side
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Measure the widest side

SHARP EDGE DOWNWARDS
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