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Atlas 3-Phase
Type	 Downlight
Mounting	 3-Phase Rail (Eutrac adapter)
Material	 Aluminium
Adjustable	 Yes (90°/359°)
El. class / IP	 Class I / IP20
Incl. protective glass
Warranty: see p.308

Bridgelux Vero 18 LED
Luminous Flux 	 2700K - Ra90: 2585lm (125lm/W)
LED	 3000K - Ra90: 2604lm (130lm/W)
	 4000K - Ra90: 2755lm (139lm/W)
Luminous Flux	 2700K - Ra90: 2096lm (93lm/W)
System	 3000K - Ra90: 2112lm (93lm/W)
	 4000K - Ra90: 2234lm (99lm/W)
SDCM	 3
Beam angle	 22° / 45° / 58°
LED Power	 19.8W / 700mA (excl. driver)
System Power	 22.6W / 700mA (incl. driver)

359°

90°

Single & Double

Mounting on horizontal tracks only!

Driver:
- integrated in luminaire
- included in article number and price

Data sheets and wiring guide: see website

Options
Honeycomb Grid		  1048.00.09	
(1x for Atlas 3-Phase Single)
(2x for Atlas 3-Phase Double)
Provides more visual comfort

Housing:
220mm x 90mm

40mm

Head:
Ø90mm x 114mm

Weight: 1900g

63mm

Weight: 2750g

Housing:
205 x 90mm

Head:
Ø90mm x 114mm

On Request
Atlas 3-Phase Single in CRI Ra97
Atlas 3-Phase Double in CRI Ra97
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01

White Matt Text.
Standard

07

Anthracite Matt Text.
Standard

18

Grey Matt Text.
Standard

03

Black Matt Text.
Standard

Atlas 3-Phase
Single
PRICES INCL. BUILT-IN DRIVER
Non Dimmable (universal adapter)
2700K - Ra90 - 22.6W - 2096lm	 1039.AA.24.927.xx	
3000K - Ra90 - 22.6W - 2112lm	 1039.AA.24.930.xx	
4000K - Ra90 - 22.6W - 2234lm	 1039.AA.24.940.xx	
DALI Dimmable (only for Eutrac DALI tracks)	
2700K - Ra90 - 22.6W - 2096lm	 1039.AA.26.927.xx	
3000K - Ra90 - 22.6W - 2112lm	 1039.AA.26.930.xx	
4000K - Ra90 - 22.6W - 2234lm	 1039.AA.26.940.xx	

Atlas 3-Phase
Double
PRICES INCL. BUILT-IN DRIVER
Non Dimmable (universal adapter)
(2x) 2700K - Ra90 - 22.6W - 2096lm	 1041.AA.24.927.xx	
(2x) 3000K - Ra90 - 22.6W - 2112lm	 1041.AA.24.930.xx	
(2x) 4000K - Ra90 - 22.6W - 2234lm	 1041.AA.24.940.xx	
DALI Dimmable (only for Eutrac DALI tracks)	
(2x) 2700K - Ra90 - 22.6W - 2096lm	 1041.AA.26.927.xx	
(2x) 3000K - Ra90 - 22.6W - 2112lm	 1041.AA.26.930.xx	
(2x) 4000K - Ra90 - 22.6W - 2234lm	 1041.AA.26.940.xx	

11

Black + Gold Matt

25

Smoked Brown Text.
Standard

22°	Reflector: 0000.22.00.000.00
45°	Reflector: 0000.45.00.000.00
58°	Reflector: 0000.58.00.000.00

Available colors: 0000.00.00.000.XX
Other RAL colors on request


