FLOS

STRING LIGHT CONE ON BOARD DIMMER

Number of heads
Mounting
Lamps description

Luminaire luminous flux

Track mounting

Power LED 16W 1404 Im 3000K CRI 90

See reference number

Voltage (V) 24
Environment Indoor
Notes Maximum 9 spots for a single driver
OPTICAL
_— . String Light Cone On Board Dimmer
A Fixed
.|m|ng. o e designed by FLOS Architectural
Light distribution symmetry Symmetric
Beam angle 114° General lighting LED module to be

installed in The Running Magnet 2.0
System. Built-in DC/DC electronic
voltage converter.

ELECTRICAL
Transformer availability Separate item . . Black
B . - m acl

Transformer mounting Remote
Transformer type Electronic dimmable
Emergency Without
Insulation class Class Il 130
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PHYSICAL -
Width (mm) 190 S
Construction material Aluminium or Polycarbonate
Weight (kg) 1,15
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FLOS

String Light Cone On Board Dimmer . Lamps

String Light Cone On Board Dimmer

Power LED designed by FLOS Architectural
Lamp category: General lighting LED module to be
LED installed in The Running Magnet 2.0
System. Built-in DC/DC electronic
Socket: voltage converter.
Special base
Lamp type:
Power LED @ 03629814-611Im Black
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30-100% :: 20
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