KALU RECESSED FITTING 2
double-headed, QPAR111, round, white, max. 150W, incl. clip springs

Article number 113361
Light distribution type 1 Direct

Product family Kalu QPAR111
Feed-in capability No
LBS code QPAR111
Lamp QPAR111
Lampholder / Socket GU10
SV SLV GmbH Number of light sources 2
— mumm:;fﬂ Lamp included No

ELF?“E?:?;EL:E:TET:I“I Installation length 21 cm
Installation width 6 cm

E Installation depth 7cm

A Tilt range 90 Degree

C ) " Rotation range 350 Degree

D Length 30 cm

_ Width 9cm
Height 21 cm

g74/2012 [ 74 ] Net weight 0.863 kg
Gross weight 1.136 kg
Voltage 230 ~50 Volts
Max. wattage 75 Watt
Protection class I
Material Aluminium/steel
Colour white
Way of mounting Recessed ceiling / Recessed wall mounting

Energy efficiency class A++

fastCalcEnabled No
ranking 500
Catalogue page BIG WHITE 2017: 512

The pure design of the built-in version of the KALU Series guarantees
absolute freedom of adjustment of lamp heads for high-voltage
halogen or LED lamps. Single, double, or triple headed versions of the
luminaire are available in black, white, or brushed aluminium.
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Techn. Anderungen vorbehalten. Technical Details are subject to change. Les détails techniques sont sujet & des changements. slv.com


https://www.slv.com

	KALU RECESSED FITTING 2

