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Article number
Catalogue
Type of lamp
Lamp

Lampholder /
Socket

Number of light
sources

Lamp included
Height
Diameter
Pendant length
Net weight
Gross weight
Voltage

Max. wattage
Protection class
Material

Colour

Way of mounting
Remark 1
Remark 2

Remark 3

Remark 4

Suitable for
lamps from EEC

Suitable for
lamps up to EEC
Light distribution
type 1

Light distribution
type 3

LIGHT EYE X3 pendant luminaire
chrome, 3x GU10, max. 3x 75W

133522
BIG WHITE 2015, Page 61
Conventional lamp

ES111 230V max. 75W

GU10

3

No

12 cm

14.5 cm

110 cm

1.824 kg

0.873 kg

230 Volt

225 Watt

I

steel

chrome

ceiling mounting pendulum
Canopy @/H: 8,5/ 3 cm
Canopy chrome, black textile cable

Variable emitting angle with the in height
adjustable cable ring

Energy labels in your language are available in the
Service Area sub point Download

E

A++

direct

rotationally symmetric
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SLV

SIV Elaktronik GbH Three lamp heads melting in a single pendant luminaire. By means of
art-no. 133522 the adjustable cable-ring, the beam-angle can be changed individually.
S LIGHT EYE X3 is provided with a suspension of 110cm and is available
This luminaire is i . . . e
@mm:mmmmmu; in chrome-plated housing colour with a matching ceiling canopy.
of the snergy closses: LIGHT EYE X3 pendant is ready for direct connection to 230V mains
supply. This luminaire is compatible with bulbs of the energy classes: E
- A++
Q
874 f 2012 m
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