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CONTONE

recessed fitting, LED, 2000-3000K, square, white, tiltable, 13W,

including leaf springs

Article number

Product family

Number of light sources

Max. wattage

Lamp

Light distribution type 1

SLV 5LV GmbH
161281

Diete Leuchte anthilt
eingebaute LED-
Lampen.

Die Lampen kGnnen in der
Leuchie nicht ausgetauscht

werden.

874/2012

Feed-in capability
Lamp included
Installation diameter
Installation depth
Length

Width

Height

Net weight

Gross weight

Voltage

082

3
F

9.2x9.2

:_!Iolz

Protection class

4 Beam angle
Material
Colour
1 3:5 Way of mounting

Average lifespan

Colour temperature

Luminous flux

Energy efficiency class

fastCalcEnabled
ranking

Catalogue page

Light distribution type 3

Colour rendering index

161281

CONTONE

1

13 Watt

COB LED module
Direct

rotationally symmetric
No

No

8.2cm

13.5¢cm

9.2cm

9.2cm

13.7 cm

0.357 kg

0.448 kg

220-240 ~50/60 . 350 Volts
Il

30 Degree

Aluminium

white

Recessed ceiling mounting
40000 Hours

2000 Kelvin

90

890 Im

A++

Yes

400

BIG WHITE 2017: 491
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With the CONTONE recessed ceiling light you can set the lighting
mood however you desire. When dimming the built-in premium COB
LED module, the colour of light changes from 3000K to 2000K, which is
the same effect as when dimming a filament lamp. The electrical
connection is made directly to the 230V mains supply thanks to the
built-in LED driver.
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