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Insert lamp in the socket (lamp is not included)

Mount the fixture by screwing it on the socket.

For more detailed information see page 2.
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QA60 max. 60W | E27 | 220-240VAC | 50-60Hz | 6.00kg

QA60 max. 60W | E27 | 220-240VAC | 50-60Hz | 17.00kg

QA60 max. 60W | E27 | 220-240VAC | 50-60Hz | 14.50kg

QA60 max. 60W | E27 | 220-240VAC | 50-60Hz | 11.00kg
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DIMENSIONS

MOUNTING INSTRUCTION

POWER CONNECTION

Mount the ceiling base on the ceiling
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WIRO DIAMOND 1.0 WIRO DIAMOND 2.0 WIRO DIAMOND 3.0

WIRO DIAMOND 4.0

4 Adjust cable length

Secure strain relief
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DETAILED MOUNTING INSTRUCTION.

DETAILED MOUNTING INSTRUCTION

screw-thread

Turn anticlockwise to unscrew.

Remove the steel wire fixture

Turn clockwise to fix.
Insert lamp into the socket

When the lamp is attached in the socket, 
mount the steel wire fixture onto the socket 

by using both screw-threads.
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6

Insert lamp in the socket (lamp is not included)

Mount the fixture by screwing it on the socket.
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