
LOTIS TUBED

LOTIS TUBED SURFACE LED RETROFIT
L o ti s  tu b e d  i s  th e  su r fa ce  mo u n te d  ve r s i o n  o f th e  s ta n d a r d  L o ti s
r e ce sse d  sp o t. Th e  co l o u r e d  cy l i n d e r  a cco mmo d a te s th e  L o ti s  sp o t.
L o ti s  tu b e d  i s  a va i l a b l e  i n  d i f fe r e n t h e i g h ts  -  fr o m 1 3 0  mm to  1 9 0  mm.
Th e  l a r g e st s i ze  a l so  co me s i n  a  su sp e n s i o n  ve r s i o n . Co mb i n i n g  b o th
ve r s i o n s cr e a te s d e p th  i n  yo u r  r o o ms a n d  sp i ce s yo u r  i n te r i o r . L o ti s
tu b e d  a l l o ws yo u  to  p l a y  w i th  co l o u r : g o  fo r  a  co n tr a s t b e twe e n  b l a ck,
wh i te  a n d  g o l d  o r  ch o o se  a  mo r e  u n i fo r m l o o k i n s te a d .
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Ar t. Nr . 11450209

S P E CIF ICAT IO NS

L a mp 1 x  L ED Gu 1 0  5 .5 W

Ge a r  /  T r a n sfo tr a n sfo /g e a r  n o t r e q u i r e d

W e i g h t 0 .3 6 kg

Mi n . D i s ta n ce 0 .1  m

Po we r  su p p l y 2 3 0 V

IP IP2 0

Gl o w  W i r e  Te st 9 6 0 °

L i fe t i me 4 0 0 0 0  h r s

CRI 8 0

L u me n 3 4 6  L m

Eff i ca cy 6 3  L m/W

UGR 9

Ad j u sta b i l i ty No t Ap p l i ca b l e

                  

WARM WHITE
2700K / CRI 80+

MEDIUM
25°

black struc
(gold interior) 11450232

black struc
(white struc interior) 11450237

white struc
(black interior) 11450229

white struc
(gold interior) 11450289

white struc
(white struc interior) 1 1 4 5 0 2 0 9

M o d u la r  r e s e r v e s  t h e  r i g h t  t o  a l t e r  m a t e r ia l ,  d im e n s io n s  a n d  c h a r a c t e r i s t i c s  w i t h o u t  p r io r  n o t i c e .  
L ig h t in g  t e c h n o lo g y  c h a n g e s  r a p id l y .  L a t e s t  d a t a s h e e t  a n d  d o c u m e n t a t io n  a v a i l a b le  o n
w w w . s u p e r m o d u la r . c o m .
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