JACKIE O DATASHEET

Type pendant lamp
Materials and colours blue wire, nickel-plated copper curl, removable glass lens, nickel
ceiling jack connection (mod. JC) or nickel recessed plate with

tensioner (mod. IC)

Light source interchangeable LED 1x1W 24V / rated output 1W / energy class A++
/ lumen 143 / K 2700 / CRI >80

Power supply driver not included - power supply kit available on request



Dimensions

Order code

Power Supply Unit
(available on request)

CATELLANI & SMITH SRL

VIA CIMITERO 1/A, 24020 VILLA DI SERIO, BG
CAP. SOC. € 98.800 I.V. CF, P.IVA E REG. IMPR. BG IT02656220163,

mod. JC

H 120 cm not adjustable,
lens @ 32 mm,

hole for jack @ 1,25 cm,
min. depth 3,5 cm

mod. IC

H 175 cm adjustable,
plate @ 7 cm,

lens @ 32 mm,

hole @ 5,5 cm,

min. depth 3,5 cm

JOJCLVO mod. JC / with jack
JOICLVO mod. IC / with

plate

KOWS12 20W driver kit / Triac dimmable / min 5 max
12x1W lamps

K10WS12 20W driver kit / 1...10V-PUSH dimmable / min 2
max 12x1W lamps

K11WS12 16W driver kit / DALI dimmable / min 2 max 12x1W
lamps

K12WS24 30W driver kit / Triac dimmable / min 13 max
24x1W lamps

K13WS24 36W driver kit / DALI-PUSH dimmable / min 13 max

24x1W lamps
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