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Ibuk
Design by Stéphane Joyeux

VIA Label 2015 Award
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MOUNTING Wiring entry point in grey - Fixing kit included

MODELS DIFFUSERS

height / width / depth

REFERENCES Replace    with the colour code

LED 3x4,5W - 10/10°
Real light output - 307 lm
CRI > 80

LED 3x4,5W - 10/40°
Real light output - 630 lm
CRI > 80

LED 3x4,5W - 40/40°
Real light output - 980 lm
CRI > 80

SOURCES

LED 3x4,5W - 3000K warm white 

LED 3x4,5W - 4300K neutral white

IP65
IK10
Class 2 

Aluminium
Black or white polycarbonate front diffuser
Clear polycarbonate Up & Down diffusers Ø 80

Ibuk

COLOURS CODES R e p l a c e     with the colour code

H 377 mm 
W 99 mm
D 110 mm
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Ibuk

MODEL FRONT DIFFUSER
LED 3x4,5W - 10/10°
3000K warm white

LED 3x4,5W - 10/40°
3000K warm white

LED 3x4,5W - 40/40°
3000K warm white

1

WHITE POLYCARBONATE  126 001   126 002   126 003  

BLACK POLYCARBONATE  126 004   126 005   126 006  

MODEL FRONT DIFFUSER
LED 3x4,5W - 10/10°
4300K neutral white

LED 3x4,5W - 10/40°
4300K neutral white

LED 3x4,5W - 40/40°
4300K neutral white

1

WHITE POLYCARBONATE  126 007   126 008   126 009  

BLACK POLYCARBONATE  126 010   126 011   126 012  

1

Other colours on request

RAL 7021 BLACK GREY  107

RAL 7044 SILK GREY  105

RAL 9010 PURE WHITE  101

RAL 3005 WINE RED  066

RAL 3013 TOMATO RED  110

RAL 3020 TRAFFIC RED  056

RAL 2004 PURE ORANGE  014

RAL 1016 SULFUR YELLOW  068

RAL 6025 FERN GREEN  109

VELVET BLACK  113

DARK GREY  006

BLUE  111

SANDSTONE  054

377 / 99 / 110

1

OFF

White Black

OFFON ON

«Easycap» quick-connect system p. 321

Lit facade

Warm white

Neutral white

Up & Down light, 10 or 40 degree beam angles

40°

10°

40°

40°10°

10°

0 m

1 m 780 lux

2 m 198 lux

3 m 87 lux

4 m 49 lux

5 m 31 lux

4 m 134 lux

3 m 237 lux

2 m 535 lux

1 m 2 130 lux


