VoL

Design by Lievore Altherr Molina.

Reference
0220.

Application
Hanging lamps

Description

Precision craftmanship artfully creates an alluring pebble of illumination. Available in two
elegant scales the VOL is three layers of mouth blown Murano glass fused together, creating
a subtle yet impressive glowing pendant. Designed by Lievore, Altherr, and Molina. Available
with a clear cord, energy efficient lamping and matte white finished canopy.

Diffuser

Mat opal triplex blown-glass diffuser

Materials

Shade: Glass
Disc: Aluminum

Finish

0220-03 Matt white lacquer (RAL 9016)

Sketch

e17cm
—

max. 200 cm

2 45 cm

Fixture: 2304 Im 36 Im/W
Driver included: CC - Constant Current 230V 50/60Hz

Physical characteristics

1Box/0.43%x0.67 x0.70 m. /Vol. 0.1968 m3/
Gross weight 7.9 kg. / Net weight 7.1 kg.

Installation and assembly

Please, see the installation manual

Light distribution
General lighting
Lamp for general lighting that equally distributes the light in all directions.

Photometric data

Efficiency : 66.20%

Coordinate system : CG

Total flux : 3480.00

Maximum value : 110.09

Light position : C=90.00 G=5.00

Symmetry on the planes : Double symmetrical

Aogulos Gamma 00t e "o s

Isolux : Floor
Light position :
X=0.00m Y=0.00m Z=3.00m

Electrical characteristics

4 x COREPRO LEDBULB E27 230V 9W Total 40.0 W
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OR

4 x COMPACT FLUORESCENT E27 230V 16W (PHILIPS

SOFTONE-DOBLE ENVELOPE) Total 64.0 W
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VIBIA LIGHTING, S.L.U. Barcelona, 72 - 74. 08820 El Prat de Llobregat (Barcelona - Spain). Tel 934 796 970. Fax 934 796 973.

vibia@vibia.com www.vibia.com




