DOMO

Design by Ramos & Bassols.

Reference g
8210.
Application ﬁ

Cellmg Lamps -

Installation type

Surface

Description

Surface-mounted ceiling light. Design by Ramos & Bassols. Matt graphite lacquer finish with
aluminium diffuser. LED light source
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Diffuser Led 2700K CRI >80 598 Im 95 Im/W
Fixture: 350 Im 56 Im/W
Driver included: CC - Constant Current 700 mA 100-240V 50/60Hz

Aluminium diffuser

Materials Electronic dimming 0-10V

Diffuser: Polycarbonate

Body: Aluminum Technical characteristics
- Surface

Finish - Aluminum body

- Exterior matt graphite lacquer (RAL 7016) and interior matt white lacquer(RAL 9010)

8210-03 (RAL 7016) Physical characteristics
1Box/0.26x0.26 x 0.26 m. / Vol. 0.0175 m3/
Gross weight 1.7 kg. / Net weight 1.5 kg.

8210-07 (RAL 7016)
Installation and assembly

Please, see the installation manual

8210-08 (RAL 7016)
Light distribution

Highlight
Sketch Lamp used to highlight a specific element.
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Photometric data

Gamma Angles: 180" 120°
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Electrical characteristics
3 x LED2,1W 700mA Total 6.9 W o0 s I I~ L] '
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Certificates
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VIBIA LIGHTING, S.L.U. Barcelona, 72 - 74. 08820 El Prat de Llobregat (Barcelona - Spain). Tel 934 796 970. Fax 934 796 973.
vibia@vibia.com www.vibia.com



